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Online extension 
 
 

 
The Entry One gateway converts electronic fittings and access readers into 
online devices. With an online connection via WiFi or Ethernet, the readers 
transfer recorded events via the gateway into the cloud and can be managed 
remotely. 

 

CONNECTIVITY 
 
 
 
 
 

WiFi PoE 

 
With the PoE adapter (included), the 
network cable provides the network 
connection and power supply to the 
gateways. 

 
FUNCTIONS 
• Bluetooth range: up to 10 m 
• Network: 2.4 GHz WiFi 
• IEEE standard: 802.11 b/g/n 
• Connection: USB-C 
• Power: 5V/500 mA DC 
• Dimensions: 70 x 104 x 18 mm 

 
FUNCTIONS 
• Bluetooth range: up to 10 m 
• Network: Ethernet-RJ45 
• IEEE standard: 802.11 b/g/n 
• Connection: USB-C 
• Power: 5V/500 mA DC 
• Dimensions: 70 x 70 x 18 mm 

FUNCTIONS 
• Online logging 
• Battery status control 
• Updating the date/time 
• Opening alarms 
• Authorization management 
• Remote opening from the front 

office or via the admin smartphone 

   


	Discover the versatile portfolio of solutions offered by Entry One, the innovative opening system for hotels. Whether classically offline or online via the cloud – Entry One guarantees maximum security accompanied by easy handling.
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